Issue 
No.36 


The Official Publication of the 
NATIONAL LOCKSMITH 
AUTOMOBILE ASSOCIATION™ 


™ 


07.02 


www.TheNationalLocksmith.com 
Chat, Forums, Editorial, 
Online Store, Tech Support 


www.Laserkey.com 
Product & Technology Sales, 
Transponder Information Resources 


Here are the two best websites for Automotive Locksmiths: 


Mazda Immobilizers 


by Michael Hyde 


I 
n 1998 Mazda introduced their version of an Immobilizer system. It was 
used on the 626 in 1998 and then expanded to the MPV van and the 
Miata sports car starting in 2000. This system is unique to Mazda and is 
completely different than the Ford style system used on the Tribute and 
B-Series pick-ups. 


There is a specific procedure needed for on-board programming and it can 
be time consuming to perform. To program in keys you will need the serial 
number off the Immobilizer control box mounted near the right side of the 
steering column in most cases. The dealer can provide the “CodeWord” 
(code number) which is needed to program a new transponder key 


1. Pictured here is the new 
Miata. As with all Mazda’s 
the Immobilizer control box 
is easy to get to. 
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2. The Immobilizer 
control box is 
located on the right 
side of the steering 
column behind the 
lower trim panel. 


3. Remove the 2 
lower trim screws 
and then the 
lower dash trim 
panel can be 
moved out of the 
way. 
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4. The Immobilizer control box is in easy reach once 
the trim is removed. The Immobilizer control box label 
will be opposite of your direction. 


5. The control box is mounted on a slide bracket. 
Slide off the box. 


6. Here is the Immobilizer control box. The box is 
made by the world famous Lucas Electronics 
Company. The serial number is located on the lower 
half of the label. This particular number is 
“6014665283”. You must contact the Mazda dealer to 
have the serial number converted to the “CodeWord” 
(code number). In this case the “CodeWord” for this 
box is “61766866”. The serial number is always 10 
numbers and the CodeWord is always 8 numbers. 
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7. Pictured here is 
the new MPV. As 
with all Mazda’s 
the Immobilizer 
control box is 
easy to get to. 


8. The 
Immobilizer 
control box is 
located on the 
right side of the 
steering column 
behind the lower 
trim panel. 
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9. The top section of the trim panel below the steering column should snap apart from the dash. 


10. The lower section of the trim panel is hinged and is easily removed. 
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11. There are 
several small 
black boxes under 
the dash, make 
sure you get the 
one with the blue 
and white label. 
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12. The Mazda 
626 is similar with 
the other Mazda 
models using this 
unique system. 
For this car we 
picked a 2001 
model year. This 
car is real popular 
with some of the 
rental car 
agencies. 


13. Usually only 
the V6 engine 
models have the 
transponder 
system. 
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14. You can tell by looking at the ignition lock cylinder. If the writing on the lock housing such as: 
LOCK, ACC, ON & START are molded into the plastic face than the vehicle has an active transponder 
system. If the writing is molded a metal face of the lock than there is no active transponder system. 


15. There are 2 fasteners at the bottom of the trim panel, below the steering column that must be removed. 
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16. The next step is to open the side panel and 
remove the 2 Phillips head screws that secure 
the side of the lower trim panel. 
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18. Once the panel is unsnapped it can be 
lowered to reveal the Lucas Immobilizer 
Control box. 


17. The trim panel can now be unsnapped from the top. 
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❒ YES! Send me the AutoSmart Advisor™ for $395 
(installable on two computers) plus $8 for shipping and handling. 


Orders must be paid in U.S. funds. 


❒ Send me _____ additional licenses for $50 each. 


❒ Send me the 21 day full trial AutoSmart Advisor™ Demo 


for $10 (credited toward full version purchase) 


Select payment Method: 
❒ Check 
❒ VISA 
❒ MasterCard 
❒ Discover 
❒ American Express 
❒ Money Order 


Order Total ___________________ 


Card Number ____________________________ Exp. Date 
________ 


Signature (required) 
________________________________________ 


Name ____________________________________________________ 


Shop Name ________________________________________________ 


Address (no P.O. boxes) ______________________________________ 


City ________________________ State ________ Zip ____________ 


Phone____________________________________________________ 


E-Mail (optional) ____________________________________________ 


OID 04/02 


Copy or clip this coupon and send with payment to: 
The National Locksmith • P.O. Box 77-97592 • Chicago, Illinois 60678-7592 


14 • Automotive Edge 
National Locksmith Automobile Association 


19. A close-up view of the 626 Immobilizer. 


20. It is important to make note of the fact that when you are 
programming keys into the 626, Miata & MPV that you use a dealer 
only key and have the right one since there are 2 different types 
depending on the model year. The two different keys look identical on 
the outside, what’s different is the chip inside. 


1998 & 1999 models use the Mazda part number GE4T-76-2GX. 


2000 and up models use Mazda part number BJYV-76-2GX. 


The aftermarket keys made by Ilco & Jet will not work for on-board 
programming and are only for cloning 1998 & 1999 models. 
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The CodeWord can be obtained by retrieving the serial 
number off the Immobilizer Unit and contacting the 
Mazda National Hotline through the dealer. The 
CodeWord has eight numbers. 


1. Before you start the security light on the dash should 
be flashing on and off for 1.2 seconds each. 


2. For this purpose let’s say the CodeWord is 
“23234223”. 


3. Turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes two times and while the light is not illuminated turn 
the key to the LOCK position. 


4. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes three times and while the light is not illuminated 
turn the key to the LOCK position. 


5. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes two times and while the light is not illuminated turn 
the key to the LOCK position. 


6. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes three times and while the light is not illuminated 
turn the key to the LOCK position. 


7. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes four times and while the light is not illuminated 
turn the key to the LOCK position. 


8. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes two times and while the light is not illuminated turn 
the key to the LOCK position. 


9. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes two times and while the light is not illuminated turn 
the key to the LOCK position. 


10. Within 30 seconds of turning the key to the LOCK 
position, turn the ignition key to the ON position while the 
security light is not illuminated. Count the illumination 
flashes three times and while the light is not illuminated 
turn the key to the LOCK position. 


11. If you have entered the CodeWord correctly, the 
security light will stop flashing and stay illuminated. If you 
make a mistake just wait 45 seconds and start over. 


Important Notes: 


• The ignition key should not be turned ON twice within 
one non-illumination cycle. 


• The ignition key should not be turned ON during an 
illumination cycle. 


• The ignition key should not be turned to LOCK twice 
within one non-illumination cycle. 


Now, wasn’t that easy as pie? 


How to Enter the CodeWord (password): 


